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All trenches which fall beneath or within 2' of the outer

«adge of existing or proposed pavement, curb and gutter, sidewalks,
paved ar unpaved driveways, shall be backfilled with granular trench
backfiil to the elevation of the finished subgrade.
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STD. 208.10

Fill with .
Class X
concrete

12" max.

Standard frame-
and lid

N\
12" max.

New surface

existing mannole

NOT TO SCALE
NOTES:

1. Frames located in paved areas shall have
the pavement removed for a distance not to
exceed 12" outside of the base of the frame.
The frame shail then be adjusted to finished
surface grade, and the area around the frame
filed with Class X concrete to the surface
of the adjacent pavement.

2. Frames located in paved areas and in the
curb and gutter may require the use of
tapered adjusting rings or metal shims.
with non-shrink grout.

w

. Adjustments shall be made with a maximum
of 2 precast concrete adjusting rings. No more
than 1 ring shall be 2" in size. If the total height
of the adjustment exceeds 12", the
adjustment shall be made by adding or
removing complete barrel sactions. The
cone, cancrete adjusting rings, and frame
shall be set in a full bed of HMA
mastic, or 2 continous rows of pre-formed,
HMA mastic material (E-Z Stick or
appraved equal).

concrete to
the of the N L
- existing pavement 4. All common brick adjusting courses
shall be removed and replaced with
precast concrete adjusting rings.
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les:
— 1. Owmer assumes full respansibility and Hability
for any and all damage to utilities.
2. Air gap is required In case a biockage should
b 2"x2"x 2" tes oecur in ihe drain pipe, and to prevent any back
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S§TD. 307A
NOTES:
. The wye or tee shall be installed at a 45°
angle to the horizontal axis of the public sewer.

2. Where a wye or tee is not provided, a tapping
saddle may be used on a 12" or larger public
sewer, or a section of pipe may be removed and
a wye or tee instaled.

o

The rinimum slope on a sanitary sewer service
shall be 1/8" per foot.

Fublic sewer

Public sewer

o

NOT TO SCALE

. Sanitary sewer services shall extend 5°

beyond the right-af-way, terminated with a
manufactured plug, and the end located with
a 2"x4"x10" board. The top of the board shall
be painted green.

. Within the right-of-way, the bedding,

haunching, initial backfill, and trench
backfill for the service shall match
the requirement for the main line

ROW,
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Plug and
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Trench wall
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SECTION A-A

Bedding as
required

Plug and
locate end

NOTES:

Risers shall be required where sanitary
sawer malins are 12' or greatar

in depth.

The riser connection shall be encased
in concrete.

Stakes shall be used i necessary

to hold riser In place.

Within the right-of-way. the badding,
haunching, initial backfill, and

trench backdill for the service

shall match the requirements for

the mainline.

Sanitary sewer services shall extend
&' beyond the right-of-way, terminated
with a manufactured plug, and the
end located with a 2'x4"x10’ board.
The top 2 of the board shall
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12" max,
Adjusting
rings Optional
extension
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be painted green.
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